
Minimum Mounting Depth

Size Specification

Lift Type Lift Control  Type
Inside 
Mount 
Type

3/8"
Single

9/16" 
Single

3/4"
Single

1/2" 
Double 

3/4" 
Double 

1 1/4" 
Single

Cordloop
Bottom Up/ 

SmartRelease™/
Top Down

Semi 1-1/4" 1-1/4" 1-1/4" 1-1/4" 1-7/16” 1-7/16”
Flush 2-5/16" 2-5/16" 2-5/16" 2-5/16" 2-11/16” 2-11/16”
Light 

Guard
2-5/16" 2-5/16" 2-5/16" 2-5/16" 2-3/4” 2-3/4”

Cordless

Bottom Up

Semi 1-1/4" 1-1/4" 1-1/4" 1-1/4" 1-7/16" 1-7/16"
Flush 1-13/16" 1-13/16" 1-15/16” 1-15/16 2-11/16" 2-11/16"
Light 

Guard
1-13/16" 1-13/16" 1-15/16” 1-15/16” 2-3/4" 2-3/4"

Top Down Bottom Up/ 
Day&Night

Semi 1-1/4" 1-1/4" 1-1/4" 1-1/4" 1-7/16" 1-7/16"
Flush 1-15/16” 1-15/16” 1-15/16” 1-15/16” 2-11/16" 2-11/16"
Light 

Guard
1-15/16” 1-15/16” 1-15/16” 1-15/16” 2-3/4" 2-3/4"

Cordless 
(Woven 
Colors) 

Bottom Up/ 
Top Down Bottom Up 

Semi N/A N/A 1-5/16" N/A N/A 1-1/2"

Flush N/A N/A 2-1/8" N/A N/A 2-11/16"

Motorization  
Bottom Up/ 

Top Down Bottom Up/ 
Day&Night

Semi 1-1/4" 1-1/4" 1-1/4" 1-1/4" 1-3/4” 1-3/4”
Flush 2-5/16” 2-5/16” 2-5/16” 2-5/16” 2-3/4” 2-3/4”
Light 

Guard
2-3/8" 2-3/8" 2-3/8" 2-3/8" 2-7/8" 2-7/8"

ClearFit™ Top Down Bottom Up 
Flush 1-1/4" 1-7/8" 1-7/8" 1-7/8" 2-5/8" 2-5/8"
Light 

Guard
1-5/16" 1-7/8" 1-7/8" 1-7/8" 2-11/16" 2-11/16"

Specialty  
Shape

Non-Operable Flush 1-3/4" 2-1/8" 2-5/8" 2-5/8" N/A N/A

Vertical

Vertical & 
Vertical Day&Night 
(With installation 

bracket) 

Semi

N/A N/A

1-1/4"

N/A N/A

1-1/4"

Flush 3-1/16" 3-1/16"



Effective Q3 2023

All blinds/shades will be fabricated with Nien Made standard spec. Changes may be implemented without further notice.

Order Size Definition 

For French Door & Skylight (Max Frame to Frame Size): 
• Width: Measure from left L frame to right L frame
• Height: measure from top L frame to bottom L frame

For Vertical& Vertical Day & Night:  Add 4” to the opening width and 2” to the opening height (Suggested addition for 
Outside Mount)
For Specialty Shapes: Inside mount deduction: 3/16” per side. Tolerance: Shade width and height may vary -1/8” ~1/8”

8

How to measure if your order is made within the allowance: 
Shade Width: Measure from left end cap to right end cap. 
Shade Height: Measure from the top of head rail to the bottom of bottom rail when the shade is fully extended along 
the straight cords
Vertical Width: Measure from the left end cap to the right end cap along the head rail
Vertical Height: Measure from the top of the head rail to the bottom of the vertical rail endcap

Lift Types
Mount 
Types

Shade Width 
Width 

Tolerance
Shade Height

Height 
Tolerance

Light Guard length

Cordless/ 
Cordless Top Down Bottom Up/ 

Cordless Day & Night

Outside 
Mount 

same as order width
±1/8”

same as order 
height

+1/2”~  +3"
N/A

Inside 
Mount

Order Width - 3/8” Order Height -1/8"

Cord Loop/ 
SmartRelease™/ 

Cord Loop Top Down/
Motorized Bottom Up/ 

Motorized Top Down Bottom Up/
Mortorized Day & Night  

Outside 
Mount 

same as order 
width

±1/8”
same as order 

height
+3/8” ~  +1

1/4"

N/A

Inside 
Mount 

Order Width - 3/8” Order Height -1/8"

ClearFit TM

Outside 
Mount 

same as order width

±1/8”
same as order 

height

Adjustable 
to fit 

window

N/A

Inside 
Mount 

Without light guard: 
Order Width - 1/4”

Order Height
With light guard:  

Order Width - 3/8”

Vertical/  Vertical Day & Night

Outside 
Mount 

same as order 
width

± 1/8”
Order Height-1/2”

± 1/8”
N/A

Inside 
Mount

Order Width -3/16” Order Height-5/8” N/A
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